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Table 2. Noise – Bengalla Only1 LAeq (15 minute) Monitoring Summary 

Sampling point 
No. of samples 

required by licence 

No. of samples taken 

and analysed 
Sample Date Sample Time Measured value 

EPA7/AN01 1 1 20/04/2017 00:54 34 

EPA8/AN03 1 1 20/04/2017 01:35 IA 2 

EPA9/AN04 1 1 20/04/2017 02:10 25 

 

For the reporting period noise data were below the EPL 6538 limits of 35 dB(A) for AN01 and AN04 and 40 dB(A) for AN03.  

 

Note: 

1.  LAeq,15minute operational noise levels for Bengalla in the absence of all other noise sources; 

2. Inaudible (IA) - No noise from the source of interest audible at the monitoring location. 

3.  Not Measurable (NM) - Some noise from the source of interest was audible at low-levels, but could not be quantified. 
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5. BLASTING 

In accordance with Condition P1.4, L5 and M8 of EPL 6538, Bengalla maintains a network of three blast monitors on private (non-mine owned) land to measure air-

blast overpressure and ground vibration for all blasts events undertaken by the operation. The location of these monitors is provided in Appendix A - Bengalla 

Compliance Acoustic Monitoring Network. 

Monitoring locations: EPA Monitoring Point 12 (EPA12) MRE 

EPA Monitoring Point 19 (EPA19) SCH 

EPA Monitoring Point 20 (EPA20) BLK 

Monitoring frequency required by 

licence: 

All blasts 

Sampled:  1 – 30 April 2017 

Overpressure limits: 

(Condition L5) 

a)  115 linear decibels (dB(L)) for more than 5% of the total number of blasts carried out on the premises within 

the 12 months annual reporting period; and  

b)  120 dB(L) at any time  

Ground vibration limits: 

(Condition L5) 

a)  exceed 5 millimetres/second (mm/s) for more than 5% of the total number of blasts carried out on the 

premises within the 12 months annual reporting period; and  

b)  10mm/s at any time 
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In accordance with Condition M8 of EPL 6538, overpressure and ground vibration data is provided in Table 3.  

Table 3: Blast Monitoring Summary 

Sampling point Pollutant Unit of measure 

No. of samples 

required by 

licence 

No. of samples 

collected and 

analysed 

Minimum value Maximum value 
Mean of 

samples 

Blake (BLM) 
Overpressure dB(L) All blast events 12 86.90 103.70 95.12 

Ground vibration mm/s All blast events 12 0.02 0.39 0.22 

St James School 

(SCH) 

Overpressure dB(L) All blast events 12 86.50 101.70 92.88 

Ground vibration mm/s All blast events 12 0.01 0.18 0.08 

Moore (MRE) 
Overpressure dB(L) All blast events 12 90.00 114.40 101.66 

Ground vibration mm/s All blast events 12 0.05 2.17 1.19 

 

For the reporting period, overpressure and ground vibration data were below the maximum limit and within the 5% allowance limit specified in Condition L5 of  

EPL 6538.  

 

 
 
         

 



 

 

 

 

 

 

 

 

 

 

 

Appendix A 

EPL 6538 Monitoring Locations 





 

 

 

 

BENGALLA MINE 

Existing PM10 Monitoring Network (HVAS) 








